
Bohemian Sconce 
 

 
 
Mounting plate:   approximate dimension - H 10”    W-12”   D-1.5” 
Glass:  approximate dimensions - H 9”   W 8.5” 
Projection from mounting plate:  4” 
 
Materials and Finish (see Materials page for descriptions) 

 Kiln fired (fused) art glass with a matte iridescent. 
 Custom glass available on consultation. 

 
Integral mounting/backing plates  

 Steel -¼ inch steel plate with finished with copper-brown rust and acrylic shellac, renew shellac 
every 5 years or simply let it continue to rust.     

 Soapstone – hand carved black with white venation, 1.5 inches thick. Finished with 2 coats of 
boiled linseed oil… renew as needed.  Carving may vary in its outside dimensions by ¼ inch. 

  Slate/Wood -   Brazilian light silver slate with rusty highlights.  Brazilian Cherry frame is 
finished with teak oil. Renew yearly or as needed to keep the deep cherry color. Or you may 
allow the wood to fade to a natural grey.    

 Slate/Steel - Brazilian black slate with rusty highlights, ¼ inch thick, finished with a matte color 
enhancing sealer. Steel frame, with copper-brown rust and matte acrylic lacquer finish. Renew 
the lacquer every five years or as needed or allow it to continue to naturally rust. 

 
Lamping – custom lamping available 

 Hard wired acrylic harness, warm white (3,000K nominal). Approximately 50,000 hours of 
operational life (at 25°C ambient temperature and 70% lumen maintenance). 

 Total watts down: 5.92; total watts up: 2.99 
 Total lumen down:  352; total lumen up: 176  
 ____fc on ground from 6.5 ft high  
 Minimum .5fc on ground, 8 ft to the front depending on the transparency of the color of glass; 

there may be higher luminosity. 
 
Electrical Assembly  

 LED harness encased in a waterproof resin. 
 Input voltage range (VAC): 11 – 15. Magnetic low voltage transformer or low minimum wattage 

electrical transformer required.     
 Warm white (3,000K nominal).  Approximately 50,000 hours of operational life at 25°C ambient 

temperature and 70% lumen maintenance.   
 LED strip: UL #E348280 - not tested for use in or around chlorinated or salt water. 
 3 year guarantee. 

 
 Installation 

 Soapstone mounted with pre attached French clip which holds the frame 3/8  inch off the wall 
1.5  inch, #10 stainless screws. 

 Steel Plate - is supplied with four furniture screws (1.5 inches long) with furniture type insets 
for the wall or with optional French clips which hold the plate 3/8 inch. 

 Brazilian Cherry frame with Brazilian Slate is supplied with 3 inch wide French Clip set for 
hanging and 1.5 inch stainless #10 screws. The French clips hold the frame 3/8 inch off the 
wall. 

 Steel edge frame, hangs from a strap welded across the back. French clips provided hold the 
frame 3/16 inch off the wall. 

 
Electrical installation 

 Check your local codes. Most local codes do not require a license to install 12 volt fixtures. 
Electrical contractors may not hook up the lamp itself because while the LED strip is UL rated 
the entire fixture is not. Insurance contracts may restrict the electrician from installing the 
fixture without a rating; however any licensed electrician can run the electrical to the fixture. 
Wire nuts for wet or dry locations are included.  

http://www.templegarden.biz/materials.php#mat1d

